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The ALFA MC-12 has been engineered to be used 
by commercial food service establishments for 
heavy-duty commercial use and is also suitable for 
enduser consumer applications as well. This grinder 
features a heavy duty 1 HP motor that can grind 8-12 
pounds of product per minute. The standard #12 Hub 
will easily accept our Alfa power attachments such 

ELECTRIC MEAT GRINDER/CHOPPER

      ElEctrical  NEt Ship
alfa # DEScriptioN Motor/ ElEc. capacity SpEcS WEight WEight DiMENSioNS
MC-12 Standard #12 Head  1 HP / 115V 8-12 lbs./min. 115V-60Hz 60 lbs. 66 lbs. 14" x 12" x 24" 
 Meat Grinder   9A-750W
PB-12 Power Base 1 HP / 115V N/A 115V-60Hz 48 lbs. 51 lbs. 15-3/4" x 9" x 13"
    9A-750W

PB-12 Power Base with GS-12 / VS-12 
Power Attachment (See pp. 7-8)

PB-12 Power Base with TN-12 
Tenderizer Attachment (See p. 10)

as our GS-12 Grater-Shredder, our VS-12 Vegetable 
Slicer and our TN-12 Meat Tenderizer. The MC-12, 
which features CE, NSF & ETL approvals, comes 
with a stainless steel #12 meat grinder head, worm, 
(2) #12 plates (1/8" & 3/16"), (2) #12 knives, pan, 
sausage stuffing tube & stomper. No oil change is  
required as the motor comes grease-packed. 

Warranty: 
One year 

parts & labor.

alfa # hoBart # DEScriptioN WEight

GS-12 VS9 #12 Grater/Shredder Attachment with 3/16" Disk 21 lbs.
VS-12DHES ML-16225-Z Disk Holder with Extended Shaft (for use with PB-12) 5 lbs.
VS-12 VS9 #12 Complete Vegetable Slicer Attachment (9/16 Square Hub) 23 lbs.
VS-12KDSES ML-16223-Z S-Knife Assemby with Extended Shaft (for use with PB-12) 5 lbs.
TN-12 N/A #12 Hub Meat-Tenderizing Attachment  14 lbs.

60 Cycle / 1 Phase A.C. / 9 amps

 MC-22 and MC-32 
Also Available – 
Call for Pricing

MC-12
Note: These grinders should 

NOT be used to process 
poultry, seafood, cheese 

or vegetables – beef, pork, 
and venison only




